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Gas canister adapters are easily
working with liquids
chamber from contamination when
on the base to protect the burner
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* Zisys Ltd reserve the right to change the design without prior notice as part of the ongoing design process.

Automatic safety bunsen burner for heating or flame-sterilising
suitable laboratory materials. It is portable and can use both 
natural (methane) or butane/propane gas canisters if you have
no main gas supply available.

connected

The burner has a fold out stand
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Laboratory Flame Burner ST
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Push Start Ignition or with footswitch (available separately)

Gas and Air flow flame control

Automatic shut-off

Features

Accessories

Gas cartridge adapter CV 360
Footswitch
Windshield
Glass Splash protector
Burner head
Left threaded connector

Technical Data

Knobs Anodized aluminium

Feet Rubber

Screen Borosilicate Glass

Bottom casting/battery door Zytel FR70M30

Natural gas                 20mbar

Material Top casting Stainless steel

Natural gas                1.0kW

Power Supply Input voltage   100-240 VAC, 50/60Hz

Nominal Gas Input Pressure Propane/Butane gas    50mbar

Nominal Thermal Rating Propane/Butane gas   1.6kW
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Weight

Dimensions 178 x 122 x 39mm (without burner head)

1.2kg

                                                     Output voltage  12V / 1.25A

* Zisys Ltd reserve the right to change the design without prior notice as part of the ongoing design process.

* XT also available
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